
Full Vision Showcases
Assembly Instructions

BEFORE YOU BEGIN:
Confirm all parts are accounted for and nothing is damaged from
shipment. 

MODELS
48" Wide Unit
Model 3440

Demco 13572210

60" Wide Unit
Model 3441

Demco 13572220

70" Wide Unit
Model 3442

Demco 13572230



PARTS LIST
Model 3441 & 3442

x1    Base Panel 
x2    Base Supports 
x1    Right Side Panel
x1    Left Side Panel 
x1    Front Top Metal Rail
x1    Front Top Rubber 
         Glass Protector
x1    Back Top Rail
x1    Back Bottom Rail
x2    Shelf Bracket Rails
x2    Door Panels
x2    Door Pulls (grommets)
x1    Front Glass Panel
x1    Top Glass Panel
x2    Felt Strips

Hardware
x16  Cam lock bolt
x16  Cam lock nut
x6     Long screws
x6     Small screw
x6     Screw covers

TOOLS NEEDED
Phillips head screwdriver
Hammer
Electric drill with 1/16" drill bit
Tape measure

Model 3440

TIP: Lay out pieces together by type/size for quick access

x1    Base Panel 
x2    Base Supports 
x1    Right Side Panel
x1    Left Side Panel 
x1    Front Top Metal Rail
x1    Front Top Rubber 
         Glass Protector
x1    Back Top Rail
x1    Back Bottom Rail
x3    Shelf Bracket Rails
x2    Door Panels
x2    Door Pulls (grommets)
x1    Front Glass Panel
x1    Top Glass Panel
x2    Felt Strips



STEP 1:
Insert 6 cam locks each into the 2 base support pieces

STEP 2:
Thread 4 cam lock bolts into the smaller pre-drilled holes in
base panel
Insert 4 cam locks into the larger pre-drilled holes in base panel



Place base supports over cam lock bolts in base panel
Cam locks on base supports should be facing inward

Turn cam locks on base panel clockwise 90 degrees to lock in
place

STEP 3:

STEP 4:
Thread 6 cam lock bolts each into the bottom of side panels



TOP VIEW OF BASE PANEL

2mm groove
BACK

6mm groove
FRONT

Place right side panel on floor with 6mm groove face up
Line up the ride side edges of the base with the cam lock bolts
on the right side panel

Be sure the 6mm groove in base is lined up with 6mm grove
in side panel

Turn cam locks on underside of base clockwise 90 degrees to
lock in place

STEP 5:



STEP 6:
Slide front glass panel into 6mm grooves along front of base and
right side panels

STEP 7:
Line up left side panel cam lock bolts
with base panel edges

Be sure 6mm groove in left side
panel lines up with edge of front
glass panel

Turn cam locks on underside of base
clockwise 90 degrees to lock in place
Carefully tilt showcase right side up



STEP 8:
Fit top front rubber glass
protector over top edge
of front glass panel
Place top front metal rail
over top of rubber glass
protector

Be sure the top lip on
top rail is facing
outward

Screw rails into place
with 2 longer screws

        (1 on each end)

STEP 9:
Fit bottom back rail into
place along 2mm groove
on base
Attach top back rail to
top back of side panels

Be sure the top lip
on top rail is facing
outward

Screw rail into place
with 4 longer screws (2
on each end)

END VIEW OF TOP
FRONT METAL RAIL

Top Lip

END VIEW OF
TOP BACK RAIL

Top Lip
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END VIEW OF
TOP BACK RAIL
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STEP 10:
Line up shelf bracket rails along inside of
top and bottom back rails

1 rail should be 4" from each side
panel (2 total)
1 rail should be centered between
outer 2 rails (3441 & 3442 only)

Drill 1/16" pilot holes into top back rail in
line with hole at top of shelf bracket rails

Screw shelf bracket rails in place with 2 small screws per rail
(1 each at top and bottom)

Lip on end of rail should be at the bottom facing inward

STEP 11:



Install 1 felt strip along the ledge on top front and back rails
(2 total)
Lay the top glass panel in place on top of showcase

STEP 12:

Felt Strip

Place adhesive screw covers over
the 3 screws at top of each side
panel

STEP 13:



Insert door pull (grommet) into pre-drilled hole on each door panel
STEP 14:

Tilt top of first door up and into inner track on underside of top rail 
Tilt bottom of first door forward into inner track on bottom rail
Repeat process for second door by aligning in outer track on top
and bottom rails

STEP 15:

*Door pulls should be
oriented closest to side
panels
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