
Assembly Instructions

General Note: It is the responsibility of the purchaser and/or installer to verify that the mounting surface is solid and capable of supporting the intended weight of 
display. It is recommended to consult with a professional and determine the appropriate fastener/anchor needed for the mounting surface. Specialty Store Services is 
not accountable for faulty installation and ill use of its products beyond recommended limitations.
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Hardware Provided Base Add-On

Cap 2 1

Wall Connector 4 2

Leveler 2 1

Flat Head Screw 4 —

L 1 5/8” 
Extension Bar Connecting Set

— 2

Allen Key Set- Metric # # 2.5 &  #5 #2.5,  #4 & #6 

Level

Phillips Screw Driver Screwdriver

Please Note:
For mounting on sheet rock/drywall, we 
recommend using 3/16” Molly Bolts or 
Toggle Bolts.  

Molly BoltsToggle Bolts           

Recommended Hardware
Tools and mounting hardware are 
not provided

BL
BR

E1

B2
E2

Base Unit Add-On Unit

Screw 
thread on 
both ends

For Accessories specs - see page 4

Screw thread 
on one end only

Slit 
#11*

*Wall Connector 
recommanded position

Slit 
#22*
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Assemble Caps, Wall connectors and Leveler to frameAssemble Parts BL & Br 
to Parts B2 and tighten 
screws. 
note: Place Parts BL, 
BR & B2 in the correct 
direction as illustrated

Base Unit Assembly

Place frame on wall on 
desired position.

Adjust frame verticaly 
using level.

Mark on the wall the 
connection points. 

Drill holes on 
marked points and 
apply anchors.

Use appropriate 
fastening hardware 
for the wall type. 

Detached Wall Connectors parts from frame. 
Mount the back part to the wall using 
screws.

Assamble frame 
onto the mounted 
parts.

Use a level to ensure accurate 
vertical positioning. 
Fasten all screws on Wall 
Connector with Allen Key

3 4

5

6 7

Balance 
with 

leveler

21

BR

BL

BR

BL

B2

B2

Attached both parts to the end. 
Assemble the Wall Connectors to the frame.

Recommanded positions on slits: 
# 11 from top
#22 from bottom

Maximum distance between  
mounting points: 48”

Cap

Leveler

Narrow side up

Slits facing 
wall

Slit #22

Slit #11

IN OUT

Fasten

Adjust
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Repeat Step 2-7 from page 1 to assemble 
the frame to the wall.

In more than 3 units, recommanded to add 
on oneat a time

Attached E2 to E1 at top and bottom. Fasten 
screws on E2
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Multiple Units Assembly

3

2

E1

E1

E1

Hole face down

Hole face up

BR

BL

B2 E2E2

E1E1
Base

Add-On

IN & OUT
Side Poles Middle Poles

INOUT
1 Assemble Parts as follow:

Left Field : Parts BL +B2 +  E1  |  Middle Filed: Parts E2 + E1   |  Right field: Parts E2 + BR
tighten screws.

Assemble Part E1 to Parts B2/E2 with 
“Extension Bar Connecting Set” at top and 
bottom, as illustrated. Fasten screws

BL BR

B2

E2
E2

E2
E2

B2

Narrow side up

Slits facing 
to the wall

Place Parts BL, B2 & E2 in the 
correct direction as illustrated
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Accessories

Assembly

Slide into slits at 
the desired height

Slide down with a little 
pressure.  
Note: make sure its fully 
inserted into position.

Each slit can hold 
two accessories

Letter/ A5

M
ax

. 1
2”

M
ax

. 3
2”

23 7/8” 

Multiple 
Support

Single 
Support

Shelf

Required Shelf Width:  
23 7/8” include edge banding

Shelf Type & Thickness: 
Signage

Sign Width: 23 7/8”

Sign Type:   
Acrylic and Poster PVC 
foam bord

Sign Thickness: 
Up to 1/4” Glass Shelf: 

1/4” - 3/8”
Wood Shelf: 

3/4” Min.

1”

Allow 1” from the wall 
to shelf, to easily change 
the shelf location




