Installation Instructions

Wall to Floor - Shelving

. PSK-F02 .
Psg”Fm 12" Max Height:
" ‘ " ‘ 96"
Can be cut to size
- Max Weight Load:
I Per Setting : 530lbs
I o | Per Shelf
& Thickness
/\ﬂﬂ Tempered 114"
S / Glass 5/16”
3/8"
MDF 3/4"

I a

Please Note:
For mounting on sheet rock/drywall, we recommend
using 3/16” Molly bolts or Toggle bolts.
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Molly Bolts
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Toggle Bolts

Recommended Tools:

Level
Hand Saw eve
Metric 72.5 & #3 Phillips Screw Driver

#8 314" Phillips Head
Self-Drilling Screw.

For Part D

#8 1-1/2" Phillips
Flat-Head Screw.

For Parts B & F

FYI: Tools and mounting hardware are not provided

in to account
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24" 36" 48"
88lbs™ 42Ibs
88lbs* 70lbs
88lbs* 88lbs*
88lbs 30lbs

*Limited by weight load capacity of Palo shelf supports
Note: Total weight load for setting also needs to be taken

Shelf Specifications:
Thickness: Thickness:
Glass - up to 3/8" © *Glass - Min 3/8"
u Wood - 3/4" and up 2 Wood - Min 1 1/4"
! e
- Up to 36" 48"
i B

Wall Kit Fixtures

PSK-FO1 - 8"
PSK-F02 - 12"
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*Required for support: PSK-SR48
48" Rectangular Tube Hangrail
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D AS13AN - 127

Rotating Shelf

PS17AN

H Wood Shelf
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J  Glass Shelf
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General Note: It is the responsibility of the purchaser and/or installer to verify that the mounting surface is solid and capable of supporting the intended weight of

display. It is recommended to consult with a professional and determine the appropriate fastener/anchor needed for the mounting surface. Specialty Store Services is
not accountable for faulty installation and ill use of its products beyond recommended limitations.
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Wall to Floor - Shelving
Stage 1 : Pole Installation
Determine how many wall supports are ” Cut the pole to the g Attach Part D with screw 9 Insert part B into
needed based on the height of the setting required length. (#8 3/4" Head Self-Drilling) Part C. Insert Part F
Assemble cap to top to the back mark line into Part E. DO NOT
of pole TIGHTEN YET!
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: H B Insert Part C into Part D
and tighten Allen screw

48"
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Above 71" Upto 71" " =

requires 2 wall supports requires 1 wall support L

B Position the pole ﬂDriII holes at marked points ﬂ Place pole in to Parts B Before setting the next pole, mark on

near the wall. Adjust using the appropriate B and F and adjust the wall the distance between the 2
pole horizontally and hardware for the type of pole horizontally and poles, based on the length of the shelves
vertically using level. wall/floor. vertically using level. L) + 2"
Mark attachment point Mount Parts B and F at Tighten with Allen key
for Parts B and F the marked points

#8 1-1/2" Flat-Head n [+2”

Screw B M B
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General Note: It is the responsibility of the purchaser and/or installer to verify that the mounting surface is solid and capable of supporting the intended weight of
display. It is recommended to consult with a professional and determine the appropriate fastener/anchor needed for the mounting surface. Specialty Store Services is
not accountable for faulty installation and ill use of its products beyond recommended limitations.
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Wall to Floor - Shelving
Stage 3 - Adding Shelves
( ) Position shelf bracket facing up or down m Place 2 suction cups in Part D

D depending on shelf thickness as specified below. Tighten
with Allen Key
Wood Shelf Glass Shelf
ECF v
N LSSINRRRRRN,
Thickness: © 4 +
Glass - up to 3/8" K ; )
Wood - 3/4" and up =) Up to 3/4 Above 3/4
shelf thickness shelf thickness
ﬂ Attach Part D at required height on one side Lock in place by turning the Allen screw to secure horizontally and tighten
with Allen Key
. 7
)
“q
Repeat steps 2 and ﬂ Insert part D into the second pole (don’t tighten it) and place shelf E[F on the part D that
3 for each Part D on was already attached to the first pole.. With one hand adjust until level. With second hand,
the same Pole and _ screw and tighten Part D

set the position [H]

Note: This step requires 2 people
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— Fixed L
Set all the shelves in place and adjust 0T I Attach shelves H to Parts Note: in setting that
position to required position G with 4 wood screws per shelf includes 48" glass
Note: in 48" setting the shelve MUST he shelves ONLY, need to I —
anchored to shelf holder add PSK-SR48 for extra —
- o support -
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General Note: It is the responsibility of the purchaser and/or installer to verify that the mounting surface is solid and capable of supporting the intended weight of
display. It is recommended to consult with a professional and determine the appropriate fastener/anchor needed for the mounting surface. Specialty Store Services is
not accountable for faulty installation and ill use of its products beyond recommended limitations.
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Wall to Floor - Shelving

Adding Recatangular Hang Rail

Please Note: Required for extra support in setting that includes 48" glass shelves

” Attach Part L at required height on one side.
Lock in place by turning the Allen screw to secure horizontally and tighten with Allen Key
Left @ PS16PL
*Optional
Ve
K @ Right
L
\&
For Hanging & Support o
PS18PL
9 Repeat step 1 for each Part L on the left Pole 9 Place bar K on the fixed L on the left pole. With one hand adjust until level. With second
and set the position [H] . hand, screw and tighten Part L. Tighten bar to part L

On the right Pole Part L needs to be loose, for
adjusting after you place the bar

M Adjust Part L & Tighten
Slide Part K
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Right Fixed K
Fixed
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General Note: It is the responsibility of the purchaser and/or installer to verify that the mounting surface is solid and capable of supporting the intended weight of
display. It is recommended to consult with a professional and determine the appropriate fastener/anchor needed for the mounting surface. Specialty Store Services is
not accountable for faulty installation and ill use of its products beyond recommended limitations.





